
 

MBP RETAINER INSTALLATION  4V MOTORS 

 

 
 

 
 

 
 

 
 

Lower closing rocker and install MBP 
DVRS with recess facing up. 

Let up on the closing rocker and allow 
the retainers to seat inside the closing 
shim.  To facilitate the seating of the 
retainers, push down on the closing 
rocker and allow it to snap up and 
seat the closing shim around the 
retainers 

Sometimes the retainers may fit a bit 
tight as shown in the adjacent 
picture. 

If this occurs obtain a 2 oz hammer 
and screwdriver as shown 



 

 
 

 
 

 
 

 
 

 

 

Place the end of the screw driver in 
the bottom of the recess near the top 
of the retainer.  Gently tap the end of 
the screwdriver with the hammer to 
get the retainer to initially seat down 
inside the shim. 

Gently tap the end of the screwdriver 
with the hammer to get the retainer 
to initially seat down inside the shim. 
 

To fully seat the retainers in the 
closing shim, obtain an aluminum or 
wooden drift and hammer 

Place one end of the drift on the face 
of the closing rocker that engages 
with the camshaft.  (The cam must be 
removed). 



 

 
 

 

 

 

Strike the end of the drift with the 
hammer which will drive the closing 
shim upward to seat the retainers. 

With the installation completed, the 
top of closer shim should be almost 
flush with the top of the valve stem. 


